
Appendia. L-2

USFS Road Use Pernit

Revised s/3/93



Unlted States
DepartDent of
Agrlculture

Forest
Servlce

Mantl-LaSal
Natlonal Forest

599 l{est Prlce River Dr.
Prlce. ggs6 84501

ttrrgrly tznz 777(t/282(t

Dabe: Noveober 30,1988

Mr. Andrew C. King
Genwa1 Coal Coopany, Inc.
P .0 .Box  1201
Huntlngton, Utah 8q528

Dear Mr. King

Ttre Environnent,al Assessnent for the Genwal Mlne identlfled the future need of
the Crandall Canyon Road lt5}2t18. Ttre lmproved roadway la to be retalned beyond
the proposed life of the oine. Road oanagenent obJectl,veg for the area would
requlre sone reclanation of the roadway from a 20 foot finlshed surface Eo a 14
foot, finished surface however the basic roadway teoplate ls to renaln.

The upper parking area is to be retained a.s a trallhead and loadlng point for
trail users and llvestock uanagenent.

We hope this infornallon w111 satlsfy your needs.

Sincerely,

I
l,* ///^*

For
GEORGE A. MORRIS
Forest Supervisor



U . S . D . A .  -  F O R E S T  S E R V I C E

ROAD USE PERMIT
(Re f :  F . s .M .773L .44 )

enwal Coal Conpany
P .O .  Box  1201
Huntington, Utah 84528

Septernber 25, 1989

(hereafter called the pennittee) is hereby granted use of the following road(s) or
toad segments:

Forest Developnent Road #50248 (Crandall Ganyon Road) frorn State Highway 31
etest l ' tard a discance of 1.5 rni les, on the Manti-LaSal Nat ional Forest,  subject to
Ehe provisions of chis perni t ,  including clauses L through L7, on page(s) I
through 5 for the purpose of transporting personnel, equipnent, supplies and
materials for operation and senricing of a coal mine and transporting of coal.

The exercise of any of the privileges granted in this pe::nit constitutes accep-
tance of all che conditions of the pernit.

l. Work Required to Acconmodate Perxnitted Use. In accordance with this use,
Ehe permittee shall perforro the work described below:

a. An 8-inch column of gravel sub-base shall be naintained at all tirnes.

b. Surface treatments Dust be applied to elininate fugitive dust and
reduce surfacing losses.

c. If surface treatments prove to be inadeguate, an asphalt surface shall
be applied. This shall be applied at such trime as surface Ereatments fail to
Prevent surfacing losses and effective fugitive dust control.

d. A sign, warning other road users of heavy truck traffic, shal-l- be
maintained at or before the br idge.

2. Use Plans. Tfre permit tee shal l  not i fy che Distr icE Ranger,  I ra Hatch, 599
W. Price River Drive, Pr ice, Utah 84501, telephone No. 637-28L7, in wriEing of che
names and addresses of perni t tee's contractors or agenCs who wi l l  use the roaci on
behalf  of  the permit tee, the est inaced extent of use, purpose of use, and such
other information relat ive co permit tee's ant ic ipated use as the Forest Service
may frorn tirne to time reasonably requesr. Wtren there is a significant change in
use by the perni t tee, i t  is the perroi treers responsibi l i ty to pronpt ly not i fy che
District Ranger in wricing. Plans and changes will be approved by the Foresc
Supervisor before use nay compence.

\

Auchoricy: Acts of 6/3O/L4,
4/24/50,  6 /L2/60,  LO/14/64,  and
LO/2L/76 (16 U.  S .  C.  498 ,572,530 ,
and  532 -38 ;  and  43  U .S .C .  L7O2 ,
L76L ,  L764 ,  and  1755) .



)

.-. 3. comellalce wlclr-Laws. Resulltlons.' 'an9-Bgl99 
geYgEnlEg-99'e':-rll".fl:*ittee'

I.*.t"@es granted by-this 1
Esularions of the Departmen. of Agriculcure-lia "fi 

Federal' State' County' and
-  e 

I ' t ls  vsye!  
- -LJ-r-  - -^  - - -1 iaalr le to thg arga or

;:ff:i;fi"i;: , 

"'tui"'"i; "';"-;'g!t"trolls 

rhich are appricable to the area or

operati.ons covered by this pe::rnitl TLre pe::mittee' its agents' employees' con-

CracCors, and guests of the PenDittee snaft cornply with-ihe ruLes and regulations

prescribed by the Forest Se:rrice for the 
"oottoi 

lnd safeey in the use of the road

and to avoid damage to the road. Such rules and regulations shalL include:

a .  C los ing
agency which, bY

the road or restricting ttre use when required-by any goverilDent

law, has 3urisaiction to authorize such closing or restrictions'

b. upon reasonable notice, closing the road during periods when' in Forest

Service judgnent, there is extraordinafo fire or avalanche danger'

Ehe Forest Se:rrice ' are

by auchorized users thereof'c. Traffic controls which, in the judgoent of

required for the safe and effective use of the road

d. The perrnittee shall not use chemical poison, as defined in section 2 of

rhe Federal  Insect ic ide, Fungicide, and Rodencicide Act of June 25'  1945' as

emended (51 Stat.  153; 73 Stat . -286; 75 Stat.  18; 75 Stat '  t lO) '  or any chemical

or other road surface treatDent ltithout the approval o-f !1" 
Forest Superrrisor '

The application for approval shall be in writing and shall specify the area to be

treated, the material used in the trreatuent, 
"nd 

the time' rate' and net'hod of

appl icat ion.

e. Prohibition upon the loading of trucks while such trucks are standing on

the roadway surface, excePt co i"cotttr lost naterial'

f. prohibition on the operation on this road of any vehicles, or equipment

having cleats or other tracks tti"t will injure the surface thereof'

g. Prohibition on the operation of hauling vehicles of a width in excess of

state linit or with a gross tt"igtta-.f vehilles and load in excess of state

prenit ted l in i t .

h. The operaror shall l irnit hau}ing truck speeds to 20 oiles per hour'

4 . U s e N o n e x c l u s i v e . T h e p r i v i l e g e s g r a n t e d i n t h i s r o a d u s e p e r m i t ,
including r" .- ;66-16i lo"a i" . f i " .O io pibl i " , t" . ,  's not exclusive'  The ForesE

Serrrice tray use the road and authorize others to use the road at any and all

times. The pernittee shall use the road in such a manner as will not unreasonably

or unnecessarily interfere with the use thereof, by other authorized persons

including the Forest Se:rrice'

5. Insurance. The pernittee sha1l bear the exPense to carry public liability

danage insurance for the oPeration of vehicles, in the amount established by

appl icable Sgate laws, cooPerat ive agteetrents, or easements issued on the subjeet

road or roads. In any event, the pernittee-i'"tt carry liabil ' ity insurance and

properry danage insurance of not llss than $100,000 ftr injury or death to one

16ilh:.:;i:,i::.it'i::*;";;":=il":u",::"::::"'-ffi"i:'ril3:F3'!i':i!"'res'!
service prior co hauling over this road and will be for the duration of the

oerrni t .



6 . Maintenance. Ttre
roport ionate to his use.

3

perrolttee shall bear the exPense of naintenance
Ttris expense will be borne by the petoitcee, its

concractors.agents, operators, and/ot

Where road naintenance standards required by Ehe pemittee are above those

required by Che Forest Serrzice, the pernictee shall bear the cocal increnenEal
cost of malntaining the road to the higher standard. Ttre Forest Senrice financial
responsibility is linited to a commensurate share of chose maintenance activities
requ{.red to be perforaed for the maintenance level assigned to the road Prior co

Ehe commercial use.

Maintenance shal-l be perforned in accordance with Forest Se:rrice
Specifications or requirements for naintenance as hereinafter listed, or as noay be

nutually agreed upon from tine co tine and shall consist of (1) current
maintenance as necessary to preserrre, repalr, and protect Ehe roadbed, surface
alL structures and appurtenances, and (2) resurfacing equivalent ln extenc co
wear and loss of surfacing caused by operations authoxized in this pernit.

6a. Maintenance and Resurfacing Reguirernents and Specifications.

and
the

Until such tiue as other substantial use occurs, Genwall Coal Conpany
shall perforu all naintenance. At such Cime as other use cornmences' the

Forest Se:rrice will determine the proportionate share of naintenance
responsibilities for which each of the parties is to accotrplish. The

maintenance will be reapportioned based on both number and type of
vehicles using the road, as welL as the season of use.

Maintenance shall be perforned on a routine recurring intenral and shall

be done in a manner that will prese:rre the road material and retain Ehe

road surface. Dust wi l l  be control led, soft  s lopes wi l l  be reinforced,

rutting and road corrugations wilL be removed. See attached Maintenance

Specification brtribit I.

7. Perfornance Bond. In the eventr the pernittee is. to perforrn road

maintenan"e, road resurfacing, or betterment, as deter:mined by the Forest.
Superrzisor, the Forest Senrice rnay require as a further guarantee of the faithful
performance of such lrork that the pemittee furnish and naintain a surety bond

satisfactory to the Forest Senrice in the sun of six thousand and four hundred

dol lars($6,400),  or in l ieu of a surety bond, deposit  into a Federal  depository '

as directed by the Forest Service, and naintain therein cash in the sum of six

thousand and four hundred dol lars ($6,400),  or negot iable securi t ies of the United

States having narket value at Ehe tirne of deposit of not less than six chousand
and four hundred dollars ($6,400). As soon as security for the performance of

road maintenance ot the settlement of clairns incident thereco is completed,
unencumbered cash guarantees or negotiable securiti.es deposited in lieu of surecy

bond will be returned to the permittee.

8. Fire Prevention and Suppression. The pernittee shall Cake all reasonable

P r e c a u t i e s t f i r e s . N o m a t e r i a 1 s h a 1 1 b e d i s p o s e d
of in open f i res during the closed f i re season establ ished by law or regulat ion,

lwitnout a written perrnit fron the Forest Setrrice.
-



g . Damages. I1e pemittee shal1 exercise dlllgence in e1o;ecting fron
I  9 .  Damages.  fng  Pg16 lEEee Sna l l  exe . ' .Lse  . r r r r6suee LL '  r - ' - - - - - - -q  - -

ttre land and pToperty if tn" United SCates covered by and used in connection
- - -  

-  
- -  i ^ - - - )  - - - .  r h a  T l n r ' l ' a r l  S l - . a t e s

[ti"-p"rril, ana'snait pronprly repair or upon demand, pay the united Staces
- !  r l - i  -

a. Reducing the 27 foot subgrade with 22 foot running surfac-e of 8 inch

depth to a I0 foot subgrade with a L4 foot running surface of 12 inch depth'

r ipping of outside 7.3 fooc of subgrade in preparat ion

exist ing outside slope at a naxirnun slope of L-L/Z:I  and

d. Replacing of topsoil on reclained slopes outside the

traveLed way and shouLders prior to seeding'

e. Seeding of reclaimed area with an approved seed mix with nulches and

fert i l izers.

any darnage resulting fron negligence, or from violation of the terms of this

pernit or of any law or regulation applLcable to Che National Forests, by the

pernittee, or by his agents, conttactors, or eoployees of the pe:oittee acting

Irithin the scope of their agency, contract, ot 
"tpioJruent. ---Flt" 

days notice shall

be given to the District Ranger lf other than legal ioads (H-20) are Co be hauled

on For."t, Development Roads. An insPection and evaluation of roadway structures

will be made prior co and after the iraul to determine feasibillty of che haul and

Eo check for any damage to roadway structures.

danage
wich
for

10. Off ic ials Not to Benef i t .  No nember of or Delegate to Congress or
share or part of this agreemenc or

Resident Conmissioner shall be adrnitted to any
any benefit thac may arise herefrom unless it
general  benef i t .

is nade with a corPoration for its

11. Outstanding Rights. Ihis pernit is subJect Eo all outstanding righcs'

L2. Suspension. Upon the failure of the pernittee'- its agents, employees or

contractors t6G-npfy wittr any of the requirernents of Chis permit, the officer

issuing the pe:mit may 
"."p.o-d 

oPerationi io p,tr"uance of Chis pernit'

13. Terrnination. This pe:mit shalI teluinate on September 31 , L994 ' It nay

be terrninatealo-Ureach oi 
"oy 

of the conditions herein. Ttris pernit shall be

-;"i;;;a- "ir""riy 
and is subj".i to revision at such time as conditions of use

-nange.

14. Recla.mation Requirements. A che conclusion of his use the pernittee shall

reclairn the roadwaY bY:

b. Scari f icat ion and
of  seed ing .

c. Feathering of the
n in inum o f  4 :1 .

f. Adjustrnencs of che drainage scructures to fit the reduce roadway section'



t

,1, 15. Reclaqaglg!_!9!4. In the event the pernlttee ls to perforn reclamation of

] . " r o " o @ u s 1 o n o f h i s u s e , t h e F o r e s t S e : n r i c e n a y r e q u 1 r e d a s a-further guarancee of the faithful performance of such work that the Peml'ttee
furnish and maintain a surety bond satisfactory tro the Forest Ser\tice ln the suu
of cwenty-nine thousand and Bso-hundred and fifty dollars ($29,250), or in lieu of

a surety bond, deposit into a Federal deposltory, as directed by the Forest
Service, and naintain therein cash in the sun of twenty-nine Chousand and
trno-hundred and fifty dolLars ($29,250), or negotiable securitles of the United
Scaces having a rnarket value at tine of deposit of not less than tvenQr-nine
thousand and tlro-hundred and fifty dollars ($29,250). As soon as security for the
performance of road reclarnation requirements or the settlement of claius thereto
is conpleted, unencuobered cash guarantees or negotiable securities deposited in
lieu of surety bond will be retur:ned to the pe:mittee,

15. In the event of any conflict betlreen any of the preceding printed clauses
or any provision thereof and any of the following clauses or any provisions
thereof, the following clauses will control.

L7 . Ttre
be roade part
constraints,

Ihis pernit ts ac

environmental assessment prepared
of this pernit. This per:nit ls
and nitigations developed _in the

and approved for this actLvity shall
subject to che requirements,

assessment. (CoPY attached. )

ems and conditions.

-l -aa

Tirle

tccEPrED

PROVED

(Narne and Signature

8o7/
Issuing Off ice



I{ATNTEITANC E REQUIREI{ENTS

E}(HIBIT I

Road Maintenance. Road maintenance is defined as the perfomance of work on the
entire road facilitry cornnensurate with pernittee's use. Ttris work consists of
rescoration and prese:ivatLon of surface, shoulders, roadsides, structures,
drainage, sight distance, and such traffic control devices as are necessary for
prevention of excessive erosion damage co Che facillty and adjacent lands.

I. Description. Maintenance work to be done currently during the periods of use
by the pernittee shall include

A. Rernoval of slides and boulders, which obstruct safe sight distance.

B. Adequate blading and shaping of roadway surfaces, ditches, and grade dips
to maintain the original cross-sections.

C. Removal of earth and debris frorn ditches and culverts so that the
drainage systems will function efficiently at all tines.

D. Prevention of excessive duscing of road surface traterials.

E. Repair of damages to fences, cattleguards, culverts, and other roadway
structures including traffic regulatory and directional signs.

F. Restoration of eroded fil ls and repair and procection of shoulder berms,
bern outlets, stabilized wate::ways, vegetated slopes, and other erosion
control features.

G. Removal of snow from roadway surface.

H. Replacenent of roadway and/ot surfacing naterial worn out and lost
through use of the roadway.

II. Perfo:mance. All ltems of maintenance work shall be done currently as
necessary to insure safe, efficient cransportation and to Protect roads,
st!e'ms, and adJacent lands from excessive darnage. IJork shall be done in
accordance with the following ninirntrn standards of perfotmance.

A. Removal of Material. Earth, rocks, trees, brush, and debris removed from
roadways and ditches sha1l not be deposited in stream channels or uPon
slope stabilization and erosion control features.



B.

c.

During roadway blading and shaping operations, banks shall not be

undercut nor shall gravel or other selecced surfacing traterial be bladed
off the roadway suriaee. The original cro$rn or slope of the road shall
be prese:rred. Mud, debris, and oversize oaterial shall be deposited
outside the roadway by hand or by careful bladLng, and these naterials
shall not be nixed with the road surfacing naterial.

Ditches, culverts, drop lnlets, trash racks, downspouts, and splatter
structures shall be kept clear of earth, slash, and other debris to chat
drai-nage systems will function efficiently during, and irunediately
foll-owing, periods of road use by perrnittees. Ttrls ineludes correcting
and elininating eauses of erosion or plugging of the structure, and
actual repair of the structure and riprap lf d"'nages.

Fugitive dust shall be controlled co prevent hazardous driving condicions
or loss of road surface or binder naterial. Ttre pe:mittee shall conErol
such dusting by sprinkling, or other approved surface treatment.

Pernittee shall pronptly repair all damages, caused by the permittee's
operations, to the road surface or to any str:uctures in or adjacent to

the roadways. To Eransport any ove::weight loads (those that exceed HS-20
loading) will require five (5) days notice prior to transPorting on
Forest Development Roads. An inspection of drainage and other structures
(bridges , etc. ) will be nade to deteroine if the st::ucture can safely
accommodate the load.

Any washing or setrling of roadway fills shall be corrected promptly to
prevenc additional soil erosion or roadway damage. Shoulder berms, berm

outlets, and stabilized watervrays shall- be protected during road
maintenance operations and, if 

-damaged, 
such structures shall be pronptly

restored to their original condltion, lncluding repair and reseeding of

vegegat ion establ ished to control  s lope erosion. No earth, rocks, or

other debris shall be deposited upon any roadside slope stabilization
structure or feature.

Snow Removal

Reguirements

a. Sanding of hazardous areas shal1 be with sand. Coal dust,
chemicals,  or sal t  are not to be used.

b. Equipnent - The equipment should be in sound oPerating
condition, be equipped with angle blade or adequate grousers or

traction tires, and be operated by a fully qual-ified oPerator.

D.

E .

F .

G .

t .



)

2.

c . Renoval

IJidth - Snow will be removed to the fulL width of the road plus
any tutrlouts and dltch llnes. Ttrrough-cuts w111 be allowed
only after snotr depths exceed the helght of the cab or actoss
flat ground. Dl.sposal shall always be to the outside or
dolrnhlll side of the road.

Outlets - Outlets for surface rrrnoff shal1 be placed in all
snow through-cuts at points where \tacer can flow off the road
surface at the following lnterilals:

8t or Less grades - 5OO feet center to center uinirnun.
8t and up grades - 300 feet center to center minimum.

Snow Fl-oor - A four to six-inch snow floor shall be allowed Eo
accuoulate on the road bed to prevent retroval of road bed
surfacing.

Cattlezuards - Crawler tractors niII not be operated across
cattleguards.

Culvert Cleaning - Culvert heads and ouclets shall be cleaned
of snowpack by hand.

Tree Damage - Snow shouLd not be pushed, bLown, or stacked on
trees along the roadside. Care will- be taken to avoid scarring
trees with equiptrent.

TraveI

a. I'he road rnay be used whiLe the snow floor rernains intact or
under frozen conditions.

b. All travel nust cease when teuperatures allow the road to thav
and rutting of the road surface is occurring.

c. Ttris closure will be in effect until the surface dries or
refreezes.

Inspections

a. Intertittent inspections nay be nade during snow removal-
operat ions.

b. Final inspection will be made to check for full compliance and
danages.

3.


